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Title- (EN) DEVICE FOR DETERMINING AND/OR MONITORING A PROCESS VARIABLE 

(DE) VORRICHTUNG ZUR BESTIMMUNG UND/ODER ClBERWACHUNG EINER 
PROZESSGROSSE 

Abstract: (EN) The invention relates to a device for determining and/or monitoring a process variable of a 

medium, comprising an oscillatable unit (1) which is fixed to a membrane (5), a transmitter/receiver 
unit (6) which excites the membrane (5) and the oscillatable unit (1) in order to cause oscillations and 
which receives said vibrations from the oscillatable unit (1), said transmitter/receiver unit (6) being 
embodied in the form of a disk-shaped piezo-electric element (15), also comprising a 
control /evaluation unit (10) which monitors and/or determines the process variable according to the 
oscillations of the oscillatable unit (1). According to the unit (1), the disk-shaped piezo-electric 
element (15) comprises segments (18) which are substantially polarized in an opposite direction, and 
at least two oppositely polarized electrodes (20) are arranged on the side (16) of the disk-shaped 
piezo-electric element (15) which faces away from the membrane (5). 
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(DE) Die Erfindung betrifft eine Vorrichtung zur Bestimmung und/oder Uberwachung einer Pro- 
zessgrosse eines Mediums, mit einer an einer Membran (5) befestigten schwingfahigen Einheit (1), 
mit einer Sende-/Empfangseinheit (6), die die Membran (5) und die schwingfahige Einheit (1) zu 
Schwingungen anregt und die die Schwingungen der schwingfahigen Einheit (1) empfangt, wobei es 
sich bei der Sende-/Empfangseinheit (6) urn ein scheibenformiges piezoelektrisches Element (15) 
handelt, und mit einer Regel-/Auswerteeinheit (10), die anhand der Schwingungen der 
schwingfahigen Einheit (1) die Prozessgrosse uberwacht und/oder bestimmt. Die Erfindung 
beinhaltet, dass das scheibenformige piezodektrische Element (15) Segmente (18) aufweist, die im 
Wesentlichen gegensinnig zueinander polarisiert sind, und dass auf der Seite (16) des 
scheibenformigen piezoelektrischen Elements (15), welche von der Membran (5) abgewandt ist, 
mindestens zwei entgegengesetzt polarisierte Elektroden (20) aufgebracht sind. 
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